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Maximaler Schutz und einzigartiger Tragekomfort: DEHNcare vereint 
beides. Der Arbeitsschutzanzug ist störlichtbogengeprüft nach Klasse 2
(IEC 61482-1-2) und zertifiziert nach EWG-Richtlinie zum Inverkehr-
bringen der PSA. Die Materialkomposition aus Leder und Neopren und 
die hochwertige Verarbeitung garantieren bequemen Sitz. 

Typ Art.-Nr.

APJ 46 785 769

APJ 48 785 770

APJ 50 785 771

APJ 52 785 772

APJ 54 785 773

APJ 56 785 774

APJ 58 785 775

DEHNcare® Jacke APJ

Störlichtbogengeprüfte Schutzjacke, 
Größe 46 bis Größe 58.
•  Flammhemmende Verschlüsse:
 Klett- und Reißverschluss
•  Stützender Stehkragen
•   Fluoreszierende Streifenapplikationen
•   Funktionelle Taschen am Arm

DEHNcare® Hose APT

Störlichtbogengeprüfte Schutzhose,
Größe 46 bis Größe 58.
•  Flammhemmende Verschlüsse
•  Fluoreszierende Streifenapplikationen
•  Eingrifftaschen für optionale Kniepolster
•  Funktionelle Taschen am Bein
•  Verstellbarer Gürtel

Typ Art.-Nr.

APT 46 785 779

APT 48 785 780

APT 50 785 781

APT 52 785 782

APT 54 785 783

APT 56 785 784

APT 58 785 785

DEHNcare® Mantel APC

Störlichtbogengeprüfter Schutzmantel, 
Größe 48/50 bis Größe 56/58.
•  Flammhemmende Verschlüsse:
 Klett- und Reißverschluss
•  Stützender Stehkragen
•   Fluoreszierende Streifenapplikationen
•   Funktionelle Taschen am Arm

Typ Art.-Nr.

APC 48 50 785 755

APC 52 54 785 756

APC 56 58 785 757
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DEHNcare® 
protects workers exposed to arc faults  
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Safety and wearing comfort whilst working on electrical installations

DEHNcare combines maximum protection and excellent wearing 
comfort. The protective suit is arc-fault-tested according to class 2 
(IEC 61482-1-2) and certified in compliance with the EEC directive on 
personal protective equipment. The combination of leather and neo-
prene materials and the high-quality workmanship ensure excellent fit.

DEHNcare® protective jacket APJ

Arc-fault-tested protective jacket, 
available in sizes from 46 to 58
•  Flame-retardant zip and 
 hook-and-loop fasteners
•  Reinforced stand-up collar
•   Reflective strips
• Useful pockets

DEHNcare® protective trousers APT

Arc-fault-tested protective trousers, 
available in sizes from 46 to 58
• Flame-retardant fasteners
•  Reflective strips
• Pockets available for additional knee pads
•  Useful cargo pockets
• Adjustable belt
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DEHNcare® protective coat APC

Arc-fault-tested protective coat, 
available in sizes from 48/50 to 56/58
•  Flame-retardant zip and 
 hook-and-loop fasteners
•  Reinforced stand-up collar
•   Reflective strips
• Useful pockets

Type Part No.

APC 48 50 785 755

APC 52 54 785 756

APC 56 58 785 757

Type Part No.

APJ 46 785 769

APJ 48 785 770

APJ 50 785 771

APJ 52 785 772

APJ 54 785 773

APJ 56 785 774

APJ 58 785 775

Type Part No.

APT 46 785 779

APT 48 785 780

APT 50 785 781

APT 52 785 782

APT 54 785 783

APT 56 785 784

APT 58 785 785


